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Specifications

SMART Table
Model 230i

Physical Specifications

Standard Features

Software Integrated SMART Table software, which can be customized using the SMART Table 

Toolkit (page 2).

Display Technology

SMART SBP-15X Projector • XGA short throw lens

• 1760 lumens minimum

• 3000 hour bulb life

Minimum Viewing Angle 50% brightness at 20º from horizontal

Touch Technology Multitouch technology based on DViT™ (Digital Vision Touch) technology, which uses 

a digital camera capable of simultaneously tracking 120 touch points

Audio Integrated stereo system

Power Consumption Up to 400 W

Warranty Two-year limited equipment warranty. See warranty document for details.

Size 36" L × 29 1/8" W × 25 3/4" H

(91.5 cm × 74 cm × 65.4 cm)

Active Screen Area 22 1/2" L × 16 7/8" W (57.2 cm × 42.9 cm)

28 1/8" diagonal (71.5 cm)

4:3 aspect ratio

Weight 153.2 lb. (69.5 kg)

Shipping Size 38 3/4" L × 32 1/4" W × 35 1/8 H

(98.5 cm × 81.8 cm × 89.1 cm)

Shipping Weight 198.4 lb. (90 kg)

All dimensions +/- 1/8" (0.3 cm). All weights +/- 2 lb. (0.9 kg)
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Product Features • The SMART Table 230i is a stand-alone product featuring Wi-Fi® wireless 

networking technology integrated with SMART Sync software and SMART 

Document camera support.

• The SMART Table 230i is provided with locking doors and fully locking casters 

for portability.

SMART Table Toolkit Software Specifications

About the Toolkit The SMART Table Toolkit is software that you can install on a Windows® or Mac 

computer and use to create or import activity packs and applications. You can then 

transfer these activity packs and applications from the computer to your SMART Table 

using the provided USB storage device bracelet (or another USB storage device).

Windows Computers Minimum hardware:

• Intel® Pentium® III 1 GHz or faster processor

• 512 MB RAM

• USB 2.0 receptacle

Supported operating systems:

• Windows Vista® Home Premium, Business, Enterprise or Ultimate

including 64-bit editions

• Windows Vista SP1

• Windows XP SP2 and SP3

• Windows XP Tablet PC Edition SP2 and SP3

• Windows 2000 SP4

• Windows Server® 2003

Mac Computers Minimum Hardware:

• Intel Core™ Duo 1.83 GHz or faster processor

• PowerPC® G4 1 GHz or faster processor

• 512 MB RAM

• USB 2.0 receptacle

Supported operating systems:

• Mac OS X 10.5.4 and 10.5.5

Other Requirements • Administrator privileges

• Internet access

• Up-to-date antivirus utility

Storage and Operating Specifications

Storage 23ºF to 104ºF (-5ºC to 40ºC)

Operation 50ºF to 86ºF (10ºC to 30ºC) with up to 80% humidity non-condensing

SMART Order Number

ST230i SMART Table 230i
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Physical Dimensions
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